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Footway construction 
20mm AC6, 50mm AC20 
150mm Type 1 Unbound 

Colour contrasting step nosing to be 

Mixture sub-base to 
Spec. Cl. 803 

applied. (Slipgrip or similar approved). 
FibreRail or similar approved hand rail - installed as per 

Minimum 55mm depth on tread and rise. 
manufacturer requirements. Handrail to be 0.9-1.0m above the 

1.20m2.42m 

steps pitch and have top and middle rails. 
Handrail to extend 0.5m past the both the bottom and top step 
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400x400 paving slabs to form step tread (400mm deep and 0.90m 
0.90m 

1600mm wide) to be laid on mortar bed. 

PCC Edging kerb to form step riser (150mm deep rise 1600mm wide) 
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Existing ground profile 

Porous paved

150mm ST1 concrete bed below step paving slabs 
area (see 
detail below)

150mm ST4 concrete bed and back for edging kerbs) 

1.20m 2.44m

Cycle Rail - 0.2m offset from the face of the

50% Power SE80 
handrail bolted to steps as per manufacturer

light inset into 
paving slab step. 
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requirements 
400x400 corduroy tactile paving 
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Tie-in to 

step 

400x400 paving slab to form step tread 
Porous paved

0.40m 
area (see 

existing car 
park surface 

course 

1.80m (landing) 2.40m (steps) 
detail below)

0.80m 

2 rows of 400x400 corduroy paving slab 
Set 400mm back from first step 

400x400 paving slabs to form step tread 

FibreRail or similar approved hand rail - installed as per manufacturer requirements. 
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Handrail to be 0.9-1m above step pitch and include top and middle rail. row of 600x400 paving slabs 
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row of 600x400 paving slabs 
Tie-in to existing 

Coombe Avenue kerb 

PLAN VIEW (1:50)

0.10m 0.10m 

1.60m

FibreRail or similar approved hand rail -

FibreRail or similar approved hand rail -

installed as per manufacturer requirements. 
installed as per manufacturer requirements.

Handrail to be 0.9-1.0m above the step 
Handrail to be 0.9-1.0m above the step

pitch with top and middle rail. 
pitch with top and middle rail.

1.10m 

1
.
1
0
m

 

0.10m 
Solar Eye 50% SE80 installed 150mm from 

0.20m

handrail/wheeling ramp 
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FRONT ELEVATION (1:25) 

NOTES : Purpose of revision Originator Checker Approver

1. 
2. 
3. 
4. 

5. 

6. 

THIS DRAWING SHOULD BE PRINTED IN COLOUR. 
ALL DIMENSIONS IN METRES, UNLESS OTHERWISE STATED. 
DO NOT SCALE FROM THIS DRAWING. 
ST4 CONCRETE BED AND BACKING TO S.H.W. CLAUSES 1101 
AND 2502. 
VEGETATION CLEARANCE REQUIRED ON BOTH SIDES OF THE 
EXISTING STEPS. TREE TRIMMING TO 2M HEIGHT ABOVE THE 
FINISHED STEP LEVEL REQUIRED. 
UP-LIGHTING TO BE PROVIDED ON THE ACCESS STEPS. THIS 
SHALL BE VIA 50% POWER SE80 UNITS INSET INTO THE PAVING 
SLAB STEPS AND APPROACHING FOOTPATH. 21 NO. 50% 
POWER SE80 UNITS IN TOTAL. 

Client

Project

Drawing title

Drawing status

Scale DO NOT SCALE
Project No.

Drawing number Rev 

Galvanised steel Cycle Rail bolted to steps as per manufacturer requirements. 

Porous footway construction 
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